4" STD PIPE POST /

BASE PL %" x 9" x 9" (GR 50) WITH |
(4) %" x 18" ANCHOR BOLTS AND |
LEVELING NUTS. BOLTS ASTM |
|
|

F1554 GR 36, GALVANIZED.

|
*

CAST NEW 12" SQ PILASTER,
REINF WITH#3 TIES @ 8" OC
(PLUS 2 ADD'L AT TOP) AND
4-#5 VERTS (1%4" CLR TO TIES)

EXIST EXTERIOR
RACEWAY WALL

/

DRILL & GROUT 2 VERTS
TO 3" DEPTH.

TOP OF FTG 4,

48" +\- VERIFY

7Y

— NO DRILL

154" NON-SHRINK
GROUT UNDER BASE
PLATES.

%" CHAMFER ALL EXPOSTED
EDGES. TOP OF PILASTER
TO MATCH TOP OF EXIST
WALLS.

DRILL & GROUT TO 3" DEPTH,

MIN OF 3 PAIRS OF #4 DORMANT
DOWELS TO EXISTING CONC

WALL FROM NEW PILASTER. 4"

13

NOTE: THOROUGHLY CLEAN AND
WIRE BRUSH EXIST CONC
SURFACES TO REMOVE ALL DIRT,
COATINGS, ETC PRIOR TO
CASTING NEW CONC AGAINST
EXIST.

1

"

\-

SCALE:

2 ADD'L #5 VERTS AT SLOPE

WITH ONE CLOSEST TO WALL

2

—

\

\\/ EXIST 12" DIA PVC PERF

PIPE, NOT TO BE
DISTURBED. INVERT ELEV
VARIES.

EXTERIOR WALL POST BASE

"= 10" RE:

mmm_um._.>__r:cwm.:nom
DETAILS NOT SHOWN.

DRILLED INTO FTG. (TYP EA b
DIRECTION) AT THESE CORNER PILASTERS,
H DRILL DIAGONALLY INTO
— |+ CORNER OF EXIST WALL
FORM SLOPED SIDES EA Py INSTALLING 3 DOWELS AT TYP
DIRECTION FOR INSTALLATION SPACING.
OF ADD'L DOWELS INTO WALL. —_— -
2 ADD'L DOWELS INTO WALLS, N
TYP EA DIRECTION. _— —
TOP OF FTG /i _ L] 7 j
e / |
( 4
o o
ELEVATION VIEW
| SLOPED SURFACE
T
o __o NEW PILASTER
w Ol
oo
SLOPED SURFACE =
P

PLAN VIEW

EXTERIOR CO

2

SCALE: 1"=1-0"

—&

RNER POST BASE

N

. ALL DIMENSIONS BASED ON RECORD DRAWINGS. CONTRACTOR TO VERIFY
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%A%%/ GENERAL NOTES: BS-
//%%é EDGE OF FOOTING

UPPER RACEWAY GENERAL PLAN

SCALE:

VERIFY SCALE
THESE PRINTS MAY HAVE BEEN REDUCED
TO 1/2 SIZE. THE LINE BELOW MEASURES
ONE INCH ON THE ORIGINAL DRAWING

]

3/16" =

RE:

N

ALL DIMENSIONS AND NOTIFY OWNER OF ANY DISCREPANCIES PRIOR TO
INSTALLATION OF WORK.

. TOP OF NEW PILASTERS TO MATCH TOP OF CONC RACEWAY WALLS.

MATERIAL NOTES:

CONCRETE, F'c = 4,000 PSI, AIR ENTRAINMENT 6 PERCENT +\- 1 PERCENT, 4" SLUMP.
STEEL PIPE, ASTM A53, GRADE B, STD WALL THICKNESS.

. STEEL BASE PLATES, ASTM A572-50 OR A992, GR 50
. STEEL ANCHOR BOLTS, ASTM F1554, GRADE 36, GALVANIZED

REINF STEEL, GRADE 60.

. HEADED ANCHOR STUDS, ASTM A108, TYPE A
. STEEL PIPE POSTS AND RAILS TO BE HOT-DIPPED GALVANIZED AFTER FABRICATION.
. ALL STEEL BOLTS TO BE GALVANIZED, ASTM A325.
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VERIFY SCALE
THESE PRINTS MAY HAVE BEEN REDUCED
TO 1/2 SIZE. THE LINE BELOW MEASURES
ONE INCH ON THE ORIGINAL DRAWING

4" x 2" HEADED ANCHOR STUDS, /4
CLEAR TO RETAIN J4" SUSPENDER 6" ,
CABLE, TYP. TYP 7;" TOP PLATE
4" STD PIPE COLUMN
Y 7
|
/\\ J//\
/V Vi (/
=
14 GUAGE SOFT TEMPER
[ ALUMINUM WIRE WITH A
7 SADDLE TIE, TYP
PLAN VIEW
A SCALE:  1"=1-0" RE:
&
o | ol
f 7 f
3/ n
PLANVIEW 716
|
7 4" STD PIPE POST POST
[
7 BASE PLATE, SEE DETAIL 1\UBS-1.
[
SET BASE PLATE IN SEALANT & APPLY
SEALANT AT SEAM.
/
e DRILL & GROUT TO 4" MIN DEPTH, INSTALL
(4) %" DIA HILTI HAS-R 316 STAINLESS
STEEL RODS GROUT WITH HIT-HY 150
ADHESIVE.
TYP INTERIOR
RACEWAY WALL
Q
)
N INTERIOR POST BASE CONN
SCALE: 112" = RE:

CABLE CEILING NOTES:

1. CABLES TO BE PARALLEL WITH TOP OF RACEWAY WALLS, WITH
APPROXIMATELY 3" OF CLEARANCE ABOVE CHAIN LINK FENCE.

2. MAIN SUSPENDER CABLE, %" DIA GALVANIZED AIRCRAFT CABLE. INSTALL
WITH APPROX 2.5" SAG AT MIDSPAN.

3. BIRDWIRE CABLE, %" GALVANIZED AIRCRAFT CABLE. INSTALL WITH
APPROX 1" SAG AT MIDSPAN.

4. ALL CABLE ACCESSORIES TO BE GALVANIZED FINISH, UNLESS NOTED
OTHERWISE.

CHAIN LINK FENCE NOTES:

1. CHAIN LINK FENCE MATERIAL SHALL BE MADE FROM HELICALLY
WOUND AND INTER WOVEN WIRE TO FORM A CONTINUOUS
MESH WITH APPROXIMATELY UNIFORM 2" SQUARE OPENINGS
WITH PARALLEL SIDES AND HORIZONTAL AND VERTICAL
DIAGONALS. WIRE FABRIC SHALL BE WOVEN FROM 9-GAUGE
ZINC COATED WIRE.

2. CABLE SUPPORT POSTS TO BE INCORPORATED INTO FENCE
WHERE POSSIBLE, MAY BE USED AS FENCE POSTS AND WILL
ADEQUATELY STABILIZE FENCE IN LIEU OF TYPICAL TRUSS
RODS.

3. CONTRACTOR TO DETERMINE FENCE POST SPACING TO SUIT SITE
LAYOUT. SUBMIT ALL DETAILS OF FENCING PRIOR TO
FABRICATION.

6 FT. HINGED PERSONNEL GATE,
SWING IN\OUT DIRECTION, WITH
LOCKABLE LATCH ASSEMBLY. (TYP

LINK FENCE (TYP)

UPPER RACEWAY SCREEN PLAN

SCALE: 3/16" = R

OF 3) CENTER GATES BETW CABLE
NPOF 4 , POSTS.
4" STD PIPE RAIL 7 v - 4" STD PIPE RAIL J
[} ; ; 0—0—_ ° e e ool e ; 0= o O ool
it c/J\ S c/JN T
2 3
q : TYP OF 2 9
[e [e
C C
2
q a [e
&
w
-
o
<
C uﬁw. C
X
H Yi" CABLE = ;" CABLE H
(] fef fol
=
(1 &
: .
uBs u
TYP OF 2 Q
o
) N
C
[e NEW 10 FT| TALL CHAIN
LINK FENCE (TYP)
4
[e
Al 1Y
3 /4" CABLE D 74" CABLE 3
N
o | sy
TYP OF 4
[e
[e
[e
¢ ;
(2
o] ool o=to]
4" STD PIPE RAIL 4" STD PIPE RAIL
(ABOVE FENCE), TYP
A NEW 10 FT TALL CHAIN

Copyright ©
Robert Peccia
& Associates,

8
=3
|
o g
B 5 |v
X Xz Jlf
| |
(7]
= K
- = 4
SEWg
OWE= S
RPE.W
=0>c
SUOO
R
Sza g
Ex=25
LO>™w
NEe=<3
yuegLS o
ES T
FaQ
D g
S [+
>
g2 <
&3
oEs
<92
RSE
c 2
JwES
mPBs
oy
il
w
SHEET
UBS-2
1 OF 3

TO0U




Yi" x 1%" PLATE WELED TO TOP
FOR EYE BOLT CONN, TYP.

(2) %" BOLTS.
1" TOP PLATE
| e
P
| |

DRILL THRU PIPE %" HOLES @ 6" OC.

4" STD PIPE RAIL

1 ~ E Al [~ 2 ——%————% ——
- L) 7=

/SRR

N | 7

.
W

o1 ] |

i T

—

T
110"
| D D o)

%" x 2%" SLOTTED HOLE @ 3%" GA.

Yi" x 12" GALV EYE BOLTS W\ FLAT
WASHERS @ 6" OC.

PLAN VIEW

b =T

BIRDWIRE CABLE NOT
SHOWN, SEE 2\UBS-3

)

»

Yi"x 12" GALV EYE BOLTS

10 FT TALL CHAIN LINK
FENCE.

4" STD PIPE COLUMN

T

SECTION VIEW

\— PIPE RAIL END CONN

SCALE: 1-1/2"= 10"

VERIFY SCALE
THESE PRINTS MAY HAVE BEEN REDUCED
TO 1/2 SIZE. THE LINE BELOW MEASURES
ONE INCH ON THE ORIGINAL DRAWING

——

Yi" x 1%%" PLATE WELED TO TOP FOR EYE
BOLT CONN, TYP.

Yi"x 12" GALV EYE BOLTS W\ FLAT
WASHERS @ 6" OC.

CENTERLINE SYMETRICAL

/

m\$=

\ ;
%" TOP PLATE

4" STD PIPE COLUMN w W W w

COMPRESSION SLEEVE \

CONNECTOR OR EQUAL
%" BIRDWIRE (GALV CABLE) \\

@ 6" HORIZ CENTERS.

s
0

SEE DETAIL 1\UBS-3 FOR
DETAILS NOT SHOWN.

N PIPE RAIL CENTER CONN

SCALE: 1-1/2"=1-0" R

COMPRESSION SLEEVE
CONNECTOR

\/\Q .
4" STD PIPE RAIL %," BIRDWIRE (GALV CABLE) @ 6'
HORIZ CENTERS.

Yi"x 12" GALV EYE BOLTS W\ FLAT
WASHERS @ 6" OC.

CABLE CONN @ TOP RAIL

SCALE: 1-1/2"=1-0" RE:

%" TOP PLATE

w\a\F@/ ,
L >
4 o\ a—
N Vi
=

8

%," BIRDWIRE (GALV CABLE) @
6" HORIZ CENTERS.

PLAN VIEW

Y4"x2" HEADED ANCHOR STUDS, /"

CLEAR TO RETAIN J;" SUSPENDER
CABLE, TYP.
GALV CLEVIS MIN ONE END FOR
| ADJUSTMENT WITH ADEQUATE
TAKE-UP FOR TENSIONING.
%" BIRDWIRE (GALV CABLE) @
\\ 6" VERT CENTERS.
, e S
| \

M | J4" MAIN SUSPENDER CABLE

ol (GALV CABLE).

AR

]

]

|

N

Y

LY

|

,rXL, 10 FT TALL CHAIN LINK

- V/ FENCE.
g 4" STD PIPE COLUMN
SECTION VIEW
SCALE:  11/2"=1-0" RE:
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